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SECTION RECORD CORNER 0 |
SECTION — 12 TOWNSHIP — 16 RANGE —4 Sl
DATE: 5-28-04 E |
PARTY CHIEF: — Wilcoxen . o

CREW: S A
TYPE OF MARKER:__Harrison per construc tion -

~
ol

METHOD OF ESTABLISHMENT: —County: 5-5-01 [

IN. S.P.C. £ ZONE NAD 83 5 |

NAME: 16041204 = = |
N: 510678.2210(m)

E: 67521.5240(m) i
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Seetion Lime 5200 N

C /L 52nd Streel 5200 IJI

Corner originally set as a post in 1820 by John Hendricks with the following witnesses; 10" ironwood
bearing north 10 degrees, thence east 18 links; and a 6" dogwood bearing south 22 degrees, thence west 12
links. (M.C.Atlas P. 11) A survey by Wm. Case on March 23,1857 indicates no stone but the following
witnesses: 30" red oak bearing north 60 degrees, thence east 26 links.(Lawrence Legal Book P.21) Corner
referenced by Woerner on 6/18/48 and called a brass pin.Corner referenced by Monroe on 6/13/60 and
called a brass plug.Corner referenced by Wilcoxen on 12/12/75 and called a cut x.Corner referenced by
Gries on 6/16/88 and called a cut x. Corner referenced by Wilcoxen on 9/17/96 and called a cut x. Corner
referenced by Whiteside on 5/5/01 and called a cut x. Corner excavated by Wilcoxen on 5/27/04 and no
points were found.A# 205 cast iron Harrison Monument was set in position as the corner per GPS

coordinates.
16041204 }
~ REF. || DISTANCE DESCRIPTION
L 20.20° Cut "% in walk
2 48.46" Top nut of fire hydranl
3 30.58"|| Due S to steel pin in concrete C/I| slo. 14581372
1 18.47"|| Mog nail w/brass washer NW PwP#478-377 A 48 up

5 72,341  Mog nail w/bross washer SW PwP#60-347 A 48"up




